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Despite the widespread applications of electrospun fibers, there is still no accuratemethod tomeasure the thick-
ness or porosity of thin electrospun mats. The current study is devised to develop a modeling approach toward
solving this problem by simulating the 3-D structure of nanofiber mats. The uniqueness of our algorithm is in
its ability to capture how the fibers conform to the geometry of the surface on which they deposit. This feature
is important for predicting how the thickness of a nanofiber mat grows as fibers continue to deposit on the col-
lector. Our algorithm is implemented in a C++ computer program, and is used to study the effects of fiber rigid-
ity, fiber diameter(s), and fiber orientation on the thickness and porosity of electrospun mats. Contrary to the
common belief, it was shown that reducing fiber diameter, while maintaining the total weight of the material
constant, does not necessarily lead to an increase in the thickness and porosity of the resultingmat. The thickness
and porosity of electrospunmatswere shown to depend onfibers' tendency to bend at the fiber–fiber crossovers,
which may vary depending on the properties of the fibers and the electrospinning process conditions.
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1. 1. Introduction

Electrospinning has been the focus of countless studies for the past de-
cades for applications such as aerosol filtration, tissue engineering and ca-
talysis. Electrospinning is a one-step process for producing submicron
fibers—fibers one or twoorders ofmagnitude smaller than traditional tex-
tile fibers. To date, there is no accurate method for measuring the thick-
ness, and consequently the porosity of a nanofiber mat (see e.g., [1,2]).
This is because the availablemeasurement techniques aremostly suitable
either for nano-scale dimensions (e.g., AFMmicroscopes) or formeasure-
ments on scales greater than say 10 μm (e.g., profilometers or indenters),
leaving a thickness range of about 1 to 10 μmhard tomeasure accurately,
especially when working with soft and compliant materials like fibrous
mats. Accurate determination of the thickness of a nanofiber mat is very
important for most applications that take advantage of such materials.
Obviously, one cannot know the performance of a nanofibermat (for par-
ticle/fluid separation, for instance) without knowing its most intrinsic
properties such as thickness and porosity.

In a typical electrospinning process, a liquid jet (a single filament) is
ejected from the surface of a charged polymer solution (or melt) and
then driven by the electrostatic forces toward a collector. The charged
filament experiences a so-called whipping process in which it follows
an erratic trajectory before depositing on a collector [3–6]. The
i).
instabilities in the filament are due mainly to the effects of electrostatic
repulsions of the charges in the filament and the coulombic forces
caused by the electric field [3–7]. It is possible that the electric charges
in the filamentmay become dissipated in the ambient air due to humid-
ity or other factors during the electrospinning process. However, de-
pending on the polymer structure and the process conditions, it is also
possible that some charges remain in the fibers after the fibers are de-
posited on the collector [8–9]. Unfortunately, the effects of these resid-
ual charges on the morphology of a nanofiber mat have not yet been
established. One can expect that the residual charges generate some at-
traction forces between the fibers and the collector as well as some re-
pulsion forces among the fibers. It is not yet known if such attraction
forces can play a role in further compressing the fibers together, and
thereby decreasing the thickness of an electrospunmat. Given the num-
ber of unknowns affecting the formation of an electrospun nanofiber
mat, the current study is devised to perhaps shed some light on the pos-
sible relationships between the thickness (and porosity) of a nanofiber
mat and the properties of its constituting fibers. As such, this work is
only a first step in developing a mathematical means for predicting
the thickness and porosity of an electrospun mat. As will be discussed
later in this paper, our focus in the current study is on the influence of
fiber bending characteristics on the morphology of a fibrous mat.

In the remainder of this paper, we first describe how a mass-spring
model is used in our work to represent a fiber in Section 2. We then
present our algorithm for depositing such fiber on top of one another
to form a mat in Section 3. We present a comparison between the pre-
dictions of our model and the Fourier solution of the Vibrating String
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